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701 Aqua Guard 

Surface Pre�ration recommendations. 
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Surface preparations must always be in compliance with clients specifications or job requirements. 

1. Commonly used standards for surface preparations:

Recommended: 

• SSPC-SP 10/NACE No. 2. ISO 85011-1:1988 (E) (SIS 05 59 00) Sa 2 1/2

Alternative: 

• SSPC-SP 11 - Power Tool Cleaning to Bare Metal

2. Clean and degrease all surfaces, including cut-outs, rat holes and welds shall be rounded to a radius of

at least 2 mm, weld splatter removed.

3. Weld seams burned, and rusty areas blast cleaned to min ISO-Sa 2½ or power tool cleaned to min

SPSS-Pt3 prior Grit Blasting

4. Rough to an angular profile between 75 -100 microns (in accordance with ISO 8503 parts 1 and 2)

5. Abrasive blasting to a cleanliness of white metal (Sa3/SP5) or near-white metal (Sa 2½ /SPlO) followed

by removal of all abrasive residues.

6. The purity of the sandblasting is visual checked.

7. Bresle Sampler test for measuring soluble salts/ chlorides in the steel surface (ISO 8502-6) limit value

<20 mg/ m2.

8. Distance to Dew Point of minimum 3 degrees Celsius throughout the application process.

9. Brush away any loose contamination Degrease with Item 903 UNIGRIP Bio cleaner (Cleaner

Degreaser) or any other effective cleaner which does not leave a residue e.g., methyl ethyl ketone

(MEK).

�P-raY. AP-P-Ucations: 

Using a standard airless spray system suitable for high-viscosity coatings: 

• Spray- Airless or conventional K2 spray equipment recommended for large surface areas.

• Brush -Suitable for stripe coating, edges, welds, and small repairs.

• Roller -For small to medium surfaces and touch-up work; may require multiple coats for full coverage.

(We recommend double layer applications- 2 x 6.9 mils/ 2 x 175 microns)

Or using the Sulzer Mixpac pneumatic spray system Follow these steps to ensure proper setup and 

smooth application: 

• Step 1: Load the Cartridge (Insert the dual cartridge firmly into the Sulzer Mixpac pneumatic spray

gun. Make sure it is seated correctly for even dispensing).

• Step 2: Attach the Nozzle (Secure the supplied spray nozzle to the front of the gun. Then, connect the

blue air-supply hose directly to the nozzle).

• Step 3: Connect to Air Supply (Attach the spray gun to your compressed air supply. Ensure all

connections are tight and secure).

• Step 4: Test and Adjust (Before starting your application, test the spray on a piece of cardboard or a

similar surface. Adjust air pressure and spray distance as needed for optimal coverage and control).
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Follow these steps to ensure proper setup and smooth application with the Sulzer Mixpac pneumatic 

spray system: 

• Step 1: Load the Cartridge (Insert the dual cartridge firmly into the Sulzer Mixpac pneumatic spray

gun. Make sure it is seated correctly for even dispensing).

• Step 2: Attach the Nozzle (Secure the supplied spray nozzle to the front of the gun. Then, connect the

blue air-supply hose directly to the nozzle).

• Step 3: Connect to Air Supply (Attach the spray gun to your compressed air supply. Ensure all

connections are tight and secure).

• Step 4: Test and Adjust (Before starting your application, test the spray on a piece of cardboard or a

similar surface. Adjust air pressure and spray distance as needed for optimal coverage and control).

Am�lication by: Brush or Roller 

Using a standard Single or Dual Caulking Gun 

Follow these steps to ensure proper setup and smooth application by brush or roller: 

• Step 1: Load the Cartridge (Insert the single or dual cartridge firmly into the standard single or dual

caulking gun. Make sure it is seated correctly for even dispensing).

• Step 2: Attach the Nozzle (Secure the supplied static mixing nozzle to the front of the gun.

Alternatively, you may use the Unigrip Item # 921 static mixing nozzle with a flexible hose and

paintbrush for more controlled application.

• Step 3: Dispense and Apply (Dispense the Aqua Guard onto a mixing pad or directly onto the

application surface. Begin applying with a brush or roller as needed).

Important: To ensure proper mixing of Part A and Part B, discard the first small amount of material 

dispensed, as it may not be fully mixed. 

Always wear appropriate PPE and follow site safety protocols during setup and application 




