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Description:

UNIGRIP 101 Epoxy Coating is a high-performance, two-component epoxy system engineered for superior corrosion and wear
protection in demanding marine and industrial environments. Excellent heat resistance and designed to withstand extreme weather,
aggressive chemicals, it is ideally suited for applications such as hulls, thruster tunnels, sea chests, tanks, pipes, structural
components, and critical equipment in the marine, offshore, and industrial sectors.

With its robust, high-build formulation, UNIGRIP 101 provides outstanding adhesion, long-lasting durability, and straightforward
application—delivering a reliable solution to extend the service life of vital assets, infrastructure, and machinery.

Intended Use ( But not limited to):

* Seachests/ strainers

¢ Rudder systems and hulls

¢ Steeland composite pipes and constructions
¢ Steeland concrete storage tanks

¢ Scrubber systems

¢ Heat exchangers

e Turbines

¢ Pump and valve casings

¢ Vessel propulsion system

¢ Steeland composite pipes and constructions

Key Characteristics

¢ Contains no metallic substrates

¢ 100% solvent-free formulation

¢ Resistant to saltwater, a large selection of chemicals, benzine, detergents, oils and greases.

¢ Excellent adhesion and durability

e Easy to apply by brush, roller, or pneumatic spray

e Strong adhesion to all metallic surfaces which makes the highly suitable for repair of corroded pipes

¢ Excellent adhesion to cured Glass fiber reinforced epoxy materials (GRE), and other composite materials

* Exceptional resilient adhesive bonding, highly suitable for bonding of dissimilar materials

¢ High Durability: Offers excellent resistance to corrosion, chemical exposure, abrasion, and erosion.

¢ Thick Coating Application: Designed for high-build applications, ensuring robust protection in demanding environments.
« Two-Component Epoxy: Provides strong adhesion and a reliable finish suitable for marine, offshore, and industrial use.
e Versatile Use: Ideal for repairing and protecting tanks, pipes, and other equipment exposed to harsh conditions.

e Easy Application: Can be applied by brush, roller, or spray for convenient use in various scenarios.

Benefits:

+ Enhanced Equipment Longevity: Protects against corrosion, wear, and chemical damage, prolonging the life of machinery and
infrastructure.

+ Cost-Effective Maintenance: Reduces repair frequency and downtime, saving time and money.

* Reliable Performance in Harsh Environments: Suitable for demanding conditions in marine, offshore, and industrial applications.

+ Versatility: Ideal for a wide range of surfaces, including tanks, pipes, and machinery components.

+ Ease of Application: Simple to apply with minimal preparation, ensuring efficiency during repairs or protective coating tasks.

* High impact resistance, Abrasion, heat and chemical resistance.

Packaging:

UNIGRIP 101 available in the following sizes.

¢ UNIGRIP 101-S-White: 9 fl. 0z (265ml) standard cartridge with mixing nozzle
¢ UNIGRIP 102-S-Blue: 9 fl. oz (265ml) standard cartridge with mixing nozzle
¢ UNIGRIP 102-M-White: 38 fl. 0z (1125ml) dual cartridge with mixing nozzle

¢ UNIGRIP 101-L-White: 1.32 Gal unit (5.0 ltr unit)

¢ UNIGRIP 101-XL-White: 2.64 Gal unit (10 ltr unit)

Shelf Life:

* UNIGRIP 101 should be stored out of direct sunlight in dry frost free conditions of temperatures between 5°C and 20°C. Under
such conditions shelf life will be 36 months from the date of manufacture. One year minimum from date of shipment when
stored in original, unopened container in a dry area at temperatures below 75°F (24°C).





